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Spec Sheet Waterbath Vaporizer – Waterbath 
 
CryoVation manufactures many types, sizes and shape of vaporizers as well as our Waterbath® 
electric vaporizer.  
 
The Waterbath Vaporizer is a heat exchanger designed to use 
warm water to transfer heat to liquid CO2 via stainless steel coils 
immersed in circulating water, thereby changing the state of the 
CO2 from liquid to gas. Available with a single (15KW) or dual 
heating elements (30 KW). 
 
 
 
 
 
 
Standard Features Are: 

• Energy efficient submerged heating system with (1) 15KW heating element 
• Immersed ½” 304L SS coil 
• Circulating pump to keep warm water 
• NEMA 4 Electrical enclosure with status indicator lights (Power, High Temp, Low Water 

and Heater On), over-temperature safety switch and associated electrical control 
components and safeties 

• Adjustable temperature controller 
• Watertight tank with liquid level switch 
• 7 Day Adjustable Timer 
• 50 Lbs./ Min Vaporization rate 
• 1200 PSI MAWP 

  

“Our most recent purchase of the 
CryoVation Waterbath Vaporizer 
has greatly improved our cycle 
times in filling carbon dioxide 
mixtures. With our old heater it 
was taking on average over 25 
minutes to fill a rack of C25 with its 
CO2 component. Now the CO2 is 
averaging less than 10 minutes to 
fill which is saving us over 15 
minutes per rack.” 
 
- Jeff Williams, President 
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Spec Sheet Waterbath Vaporizer – Waterbath 
 
 

 
 
 
The Waterbath can help you save electricity and 
afford you those extra amps you need in the plant 
 

Amp Draw: 
240V 

o 15KW  36 amps 
480V 

o 15KW  18 amps 
 
The vaporizer skid requires the following for 
operation: 

o Skid should be anchored to a solid level surface 
o 240/480 VAC, 3 Phase, 40/60A Power 
o Clean water (dosed with 4 gallons of glycol 

antifreeze, 3% ethylene glycol by volume min.) 
o CO2 supply and discharge 

connections 
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• Polyethylene Welded Tank 
• 140 Gallon (18.82 CuFt) 
• Weight: 370 Lbs. 


